PRODUCT BULLETIN | PREMIX JOINT cOMPOUND | BULLETIN NO: J-6903
DRYWALL, ACCESZORY DUAL-FURPOSE DATE: 4875
PROCUCTS ( NON=ASEESTOS) PAGE: lof2
APPROVALS: "PRODUCIRG PLANT: GRALHODE TEST BATCH
' SEATTLE DATE:
BULLETIN DESCRIPTION % POUNDS GALLONS
165 Ground Raw Gypsum 47.07 2800
489 lollastonite P-1 3.36 200
251 Mica AMC 2.52 150
247 Mica S5 2,52 150
052 Min-U-Gel FG (Fioridin Co,) 2,52 150
442 Talc 1,68 100
245 Cellosize CP=4400-H Q.34 . 20
200 Keltose | 0.13 8
453 Preservative - Dowleil 75 0,13 g8
470 PVAc Emilsion (5.81% on solids) 6.19 368 40
457 Nopco NXZ (defozmer) 0.30 18
Water - start 30,43 1810 217
Water — adjust to std, viscosity 2.81 167 20
TOTAL 100,00 5949
TN J H
1, See Process Bulletin J-2.
2. Dry blend all powder materials 8 minutes.
3. For MG add 4 ibs. Yellow Oxide per bateh (Bulletin RM~-J-190).
4, For summer conditions add 8 gallons Ethylene Glycol per batch.
™ T TPN :
T™=-1 Viseosity, Vicat, 150 gm eyl @ 5 sec, 20 - 23 mm
TM-1A Viscosity, Brookfield, eps. . 350, 000-402, 500
TH=-3 Tepe Bond 9 - 10
-6 Application No lumps ii
TH=7 Werkability - Equal to Staendard |
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